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COMPANY INTRODUCTION

WWho are we?

o Fluid Tech Group is the first export company in northern China specializing in fire

protection systems, water systems, plumbing systems, gas systems, HVAC systems and

other pipe fittings. With years of industry experience in pipeline fluid conveying systems,

the group company established the group company in 2018 together with a number of
foundry manufacturers and machining enterprises, and currently has five major production
bases, which are located in Tangshan City, Hebei Province, Weifang City, Shandong Province,
Cangzhou City, Shanxi Province, and Zhejiang Province, China. Among them, the international

trade headquarters is set up in Tianjin.

Our purpose, mission, values
Purpose: Become a supplier and service provider of one-stop pipeline fluid system products
Mission: Make every family’s plumbing system safe; Make the piping system safe in every project

Vision: Let customers become leaders in the pipeline fluid industry.
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ELECTRIC HYDRAULIC ROLL GROOVING MACHINES

GHM-1X /GHM-1B

Electric Hvdraulic
Roll Grooving Machine

Design Features

A Best choice for grooving on small size pipes.
A Scale mark on groove depth nut for easy
adjustment.

A Integrated pump & cylinder design.
A Lifting handle for easy lifting.
A 4-roller trolley for easy relocating (GHM-1B).

Specifications

Fabrication Capacity: 1" ~ 8"(DN25 ~ DN200, @33 ~ #219)
SCH10/40 steel / S.S. pipe

Max. Wall Thickness: 8 mm
Output Speed: 23 R.P.M.
Packing Gross Weight: GHM-1X 98 kgs
GHM-1B 128 kgs

Packing Size(LXxW XxH): GHM-1X 720x420x 800 mm

GHM-1B 1000 x 740 x 1300 mm

R

(7) (8) (9)
Drive unit
Item No. Phase Power Voltage Frequency
98008 Single Phase 800W | 110/120/220/230/240V 50/60Hz
98007 Three Phase 700W 220/380/415/440V 50/60Hz
1

Standard package

(1) (4)
ltem No. Description N.W( kgs) Ref No.

99006 GHM-1X Electric Hydraulic Roll Grooving Machine 63.0 /

11042 Drive roller 1" ~ 1" (@ 33 ~ @ 48) 1.10 (1)

11043 Drive roller 2"~6" (@60~ @ 168) 1.30 (2)

11044 Drive roller 8" (@ 219) 1.40 (3)

12011 Groove roller 1" ~ 14" (& 33 ~ @ 48) 0.40 (4)

12012 | Grooveroller 2"~6" (@ 60~ @ 168) 0.45 (5) (2) (5)
(

12013 Groove roller 8" (D 219) 0.45 (6)
98082 Pipe Stand for 1"~8" (@ 33~@ 219) 6.90 (8)

Optional accessories

Item No. Description N.W( kgs) Ref No.
11158 Drive roller 3" ~ 6" (289 ~ ©168) 1.40 (3)
98026 Foot Switch 1.50 (7)
98033 Pipe stabilizer 2.80 (9) 3) (6)
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ELECTRIC HYDRAULIC ROLL GROOVING MACHINES

GHM-2X

Electric Hvdraulic
Roll Grooving Machine

Design Features

A Best choice for roll grooving on pipes
medium and large sizes, both for fire-fight-
ing and industry use.

A Scale mark on groove depth nut for easy
adjustment.

A Scrvice life extend by separate hydraulic
pump and cylinder with built-in o1l bag.

A Interlock design of groove and drive rollers
allows grooving in high precision.

A Anti-flare roller set available for thin-wall

pipes.
L ] L ]
Specifications
Fabrication Capacity: 2" ~ 12"( DN50 ~ DN300, @60 ~ #325)
SCH10/40 steel /S.S. pipe
Max. Wall Thickness: 10 mm
Output Speed: 23 R.P.M.
Packing Gross Weight: 145 kgs
Packing Size (Lx W x H ): 830 x 480 x 870 mm
(7) (8) (9)
Drive unit
ltem No. Phase Power Voltage Frequency
98012 Single Phase | 1100W | 110/120/220/230/240V 50/60Hz
98003 Three Phase 750W 220/380/415/440V 50/60Hz

Standard package )

I 4

ltem No. Description N.W( kgs) Ref No. (
99008 GHM-2X Electric Hydraulic Roll Grooving Machine 110.0 /
11022 Drive roller 2" ~3" (@60~@ 89) 2.40 (1)
11021 Drive roller 3" ~6" (& 101 ~ & 168) 3.50 (2)
11020 Drive roller 8"~ 12" (@ 219 ~ @ 325) 3.40 (3)
12039 Groove roller 2"~ 3" (@60~ @ 89) 2.10 (4)
12040 Groove roller 31" ~6" (& 101 ~ 3 168) 1.70 (5)

12038 Groove roller 8"~ 12" (@219 ~ @ 325) 1.90 (6) (5)
98026 Foot switch 1.50 (7)
98082 Pipe stand for 2" ~ 12" (@ 60 ~ @ 325) 6.90 (8)
98011 Pipe stabilizer 2.80 (9)

Optional accessories

ltem No. Description N.W( kgs) Ref No,
11172 Drive roller 1"~ 12" (@33 ~ @48) 2.20 (1)
12066 Groove roller 1" ~ 1%” (@33 ~ @48) 1.90 (4)

(6

Remark : For SCH10 Anti-flare groove rollers, please contact your )

Gruvmaster sales representative for more information.
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ELECTRIC HYDRAULIC ROLL GROOVING MACHINES

GHM-4X

Electric Hvdraulic
Roll Grooving Machine

Design Features

A Best choice for industrial pipeline in large
sizes.

A Scale mark on groove depth nut for easy
adjustment.

A Interlock design of groove and drive rollers
allows grooving in high precision.

Specifications

Fabrication Capacity: 8" ~ 16"(DN200 ~ DN400, ¢#219 ~ §426)
SCH10/40 steel /S.S. pipe

18" ~ 24"(DN450 ~ DN600, P457 ~ @630)

SCH10/20 steel /S.S. pipe

Max. Wall Thickness: 13 mm
Output Speed: 20 R.P.M.
Packing Gross Weight: 285 kgs
Packing Size (Lx W x H ): 1000 x 740 x 1030 mm

(7) (8)
Drive unit
ltem No. Phase Power Voltage Frequency
98042 Three Phase | 1100W 220/380/415/440V 50/60Hz
Standard package (1) (4)

Item No, Description N.W( kgs) Ref No.

99025 GHM-4X Electric hydraulic Roll Grooving Machine 170.0 /

11087 Drive roller 8" ~12" (@ 219 ~ @ 325) 6.60 (1)

11088 Drive roller 14" ~16" (@ 355 ~ @ 426) 6.70 (2)

11089 Drive roller 18" ~ 24" (@ 457 ~ @ 630) 6.70 (3)

12029 Groove roller 8" ~12" (@ 219 ~ @ 325) 2.30 (4)

12030 Groove roller 14" ~16" (& 355 ~ @ 426) 2.40 (5)

12031 | Groove roller 18" ~ 24" (@ 457 ~ @ 630) 2.90 (6) (2) (5)
98038 Pipe stand for 8" ~ 24" (& 219 ~ @ 630) 25.0 (7)

98193 Pipe stabilizer 7.00 (8)

Optional accessories

Item No. Description N.W( kgs) Ref No.

11099 AGS Groove roller 14" ~24" (& 355 ~ @ 630) 6.60 /

12034 AGS Drive roller 14" ~24" (@ 355 ~ @ 630) 2.10 / 3) 6)
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ELECTRIC HYDRAULIC ROLL GROOVING MACHINES

a>

GHM-5X

(2) (3)

GHM-5X /GHM-5A

Electric Hvdraulic
Roll Grooving Machine

Design Features

A Universal fabrication size range for all
possible small / medium work load.

A Scale mark on groove depth nut for easy
adjustment.

A Trolly with air cylinders allows relocation by
one personal. Saving labor (GHM-5A).

A Yoke machine stand increases work stability
(GHM-5A).

Specifications

Fabrication Capacity: 1" ~ 8"(DN25 ~ DN200, (33 ~ $219)
SCH10/40 steel /S.S. pipe

10" ~ 12"(DN250 ~ DN300, @254 ~ (325)

SCH10/20 steel /S.S. pipe

Max. Wall Thickness: 8 mm
Output Speed: 23 R.P.M.
Packing Gross Weight: GHM-5X 118 kgs

GHM-5A 172 kgs
Packing Size (Lx W xH ): GHM-5X 730x 730 x 770 mm

GHM-5A 1420 x 670 x 1350 mm

(1)
Drive unit
Item No. Phase Power Voltage Frequency
98055 Single Phase | 1100W | 110/120/220/230/240V 50/60Hz
98094 Three Phase 750W 220/380/415/440V 50/60Hz
Standard package
Item No. Description N.W( kgs) Ref No.
99037 GHM-5X Electric Hydraulic Roll Grooving Machine 65.0 /
11106 Drive roller 1"~ 12" (@ 33 ~ @ 48) 1.60 /
11107 Drive roller 2"~ 3" (@ 60 ~ @ 89) 1.20 /
11108 Drive roller 32"~ 6" (101~ & 168) 1.80 /
11109 Drive roller 8"~ 12" (@ 219 ~ @ 325) 1.80 /
12041 Groove roller 1"~ 134" (@ 33 ~ @ 48) 1.00 /
12042 Groove roller 2"~6" (@60~ @ 168) 0.90 /
12043 Groove roller 8"~ 12" (@ 219 ~ @ 325) 0.80 /
98026 Foot switch 1.50 (1)
98082 Pipe Stand for 1" ~ 12" (& 33 ~ @ 325) 6.90 (2)
98011 | Pipe Stabilizer 2.80 (3) GHM-5A

www.fluidtechpiping.com
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ELECTRIC HYDRAULIC ROLL GROOVING MACHINES

GHM-6X

Electric Hvdraulic
Roll Grooving Machine

Design Features

A Best choice for industrial pipeline in small /
medium sizes.

A Hydraulic "X" shape pipe stand for easy
operation.

A Scale mark on groove depth nut for easy
adjustment.

A Lifting handle for easy lifting.

L ] L ]
Specifications

Fabrication Capacity: 2" ~ 16"( DN25 ~ DN400, @33 ~ (#426)

SCH10/40 steel /S.S. pipe
Max. Wall Thickness: 10 mm
Output Speed: 23 R.P.M.
Packing Gross Weight: 160 kgs
Packing Size (Lx W x H ): 930 x 740 x 900 mm

(9) (10) (11)
Drive unit
ltem No. Phase Power Voltage Frequency
98012 Single Phase 1100W | 110/120/220/230/240V 50/60Hz (5)
98003 Three Phase 750W 220/380/415/440V 50/60Hz
Standard package
ltem No, Description N.W( kgs) Ref No,
99049 GHM-2X Electric H\_.rdraulic Roll Grooving Machine 115.0 /
11022 Drive roller ~3" (60~ 89) 2.40 (1) (6)
11021 Drive roller ‘/z“ ~6" (0101 ~ @ 168) 3.50 (2)
11020 Drive roller ~12" (@219 ~ @ 325) 3.40 3)
11143 Drive roller 14" ~ 16" (@355 ~ @ 426) 3.50 (4)
12039 Groove roller 2"~ 3" (@60~ @ 89) 210 (5)
12040 Groove roller 3%:" ~ 6" (& 101 ~ @ 168) 1.70 (6)
12038 Groove roller 8" ~ 12" (@ 219 ~ @ 325) 1.90 ) (7)
12052 Groove roller 14" ~ 16" (@355 ~ @ 426) 2.00 (8)
98026 Foot switch 1.50 (9)
98103 Pipe stand for 2" ~ 16" (60 ~ & 426) 33.0 (10)
98011 Pipe stabilizer 2.80 (11)
Remark : For SCH10 Anti-flare groove rollers, please contact your
Gruvmaster sales representative for more information. (8)
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ELECTRIC HYDRAULIC ROLL GROOVING MACHINES

GHM-7X

Electric Hvdraulic
Roll Grooving Machine

Design Features

A Economic tool for thin-wall pipes and
sprinkler pipeline.

A Scale mark on groove depth nut for easy
adjustment.

A Interlock design of groove and drive rollers
allows grooving in high precision.

A Lifting handle for easy lifting.

Specifications

Fabrication Capacity: 2" ~ 4"( DN50 ~ DN100, @60 ~ #114)
SCH10/40 steel /S.S. pipe

5" ~8"( DN125 ~ DN200, @139 ~ ¢219)

SCH10/20 steel /S.S. pipe

Max. Wall Thickness: 6 mm
Output Speed: 23 R.P.M.
Packing Gross Weight: 82 kgs
Packing Size (LXx W xH ): 680 x 400x 720 mm
Drive unit
ltem No. Phase Power Voltage Frequency
98008 Single Phase 800W 110/120/230/240V 50/60Hz
98029 Three Phase | 700W 220/415/440V 50/60Hz (1)
Standard package
ltem No. Description N.W( kgs) Ref No.
99071 GHM-7X Electric Hydraulic Roll Grooving Machine 35.0 / (4)
11226 Drive roller 2"~2%" (& 60~ @ 76) 0.40 (1)
11227 Drive roller  3"~6" (@ 89 ~ @ 168) 0.80 (2)
11228 Drive roller 8" (D216 ~ D 219) 1.00 (3)
12094 Groove roller 2"~6" (@ 60 ~ & 168) 0.50 (4) (2)
12095 Groove roller 8" (D216 ~ @ 219) 0.58 (5)
98168 Pipe stabilizer 2.00 (7)
98082 Pipe stand for 2"~8" (@ 60~ @ 76) 10.0 (8)
(5)
Optional accessories
ltem No, Description N.W( kgs) Ref No.
98026 | Foot Switch 1.50 (6) (3)
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ELECTRIC HYDRAULIC ROLL GROOVING MACHINES

GHM-K32

Electric Hvdraulic
Roll Grooving Machine

Design Features

A Best choice for industrial pipeline in extra
large sizes up to 32" / DN8O0O.

A Immovable machine stand for in-house
high volume production.

A Scale mark on groove depth nut for easy
adjustment.

A Hydraulic "X" shape pipe stand for easy
operation and high stability.

Specifications

Fabrication Capacity: 8" ~ 16"( DN200 ~ DN400, 3219 ~ 3426)
SCH10/40 steel / S.S. pipe

18" ~ 32"( DN450 ~ DN800, #457 ~ P815)

SCH10/40 steel /S.S. pipe

Max. Wall Thickness: 13 mm
Output Speed: 20 R.P.M.
Packing Gross Weight: 430 kgs

Packing Size (Lx W xH ): 1250 x 1150 x 1650 mm

(9) (10)
(5)
Drive unit
ltem No. Phase Power Voltage Frequency
98042 Three Phase 1100W 220/380/415/440V 50/60Hz
Standard package . (6)
ltem No. Description N.W( kgs) Ref No.
99053 GHM-K32 Electric hydraulic roll grooving machine 245.0 /
11087 Drive roller  8"~12" (@ 219~ @ 325) 6.70 (1)
11088 Drive roller 14"~16" (@ 355~ @ 426) 6.70 (2)
11089 Drive roller 18"~24" (@ 457 ~ @ 630) 6.70 (3)
11166 Drive roller 26"~32" (& 660~ & 815) 6.90 (4) (3) (7)
12029 Groove roller 8"~12" (@ 219 ~ @ 325) 2.30 (5)
12030 Groove roller 14"~16" (@ 355 ~ @ 426) 2.40 (6)
12031 Groove roller 18"~24" (@ 457 ~ @ 630) 2.50 (7)
12065 Groove roller 26"~32" (@ 660 ~ @ 815) 2.00 (8)
98038 Pipe stand for 8"~24" (@ 219 ~ @ 630) 25.0 (9)
98193 Pipe stabilizer 2.80 (10) () ®)

FLUID TECH PIPING SYSTEMS

(TIANJIN) CO.,LTD

www.fluidtechpiping.com




SEMI-AUTOMATIC ROLL GROOVING MACHINES

GHM-ZD1 / -ZD2

Semi-Automatic
Roll Grooving Machine

Design Features

A Designed for high volume massive production.

'ﬂ

-
-
.
S
-

A Full automatic feeding, roll grooving and reset
process by one-button pressing.

A Labor saving, easy operation.

A Interlock design of groove and drive rollers
allows grooving in high precision.

Specifications

Fabrication Capacity: GHM-ZD1 2" -12" (DN50 - DN300, @60 - @#325)
SCH10/40 steel / S.S. pipe

AL AN

GHM-ZD2 8"-16" (DN200 - DN400, @219 - #426)
SCH10/40 steel / S.S. pipe

18" - 24" (DN450 - DN600, @457 - #630)
SCH10/20 steel / S.S. pipe

Max. Wall Thickness: GHM-ZD1/ ZD2 10 /13 mm
GHM'ZDZ Output Speed: GHM-ZD1 /ZD2 23 /19 R.P.M.
Packing Gross Weight: GHM-ZD1/ ZD2 520/ 610 kgs
Packing Size(Lx W x H): GHM-ZD1 1700 x 950 x 1120 mm
. g GHM-ZD2 1950 x 1100 x 1200 mm
Drive unit
Application Phase Power Valtage Frequency

GHM-ZD1 Drive/Pump motor* | Single phase 1.1KW 110~240V 50/60Hz
GHM-ZD1 Drive/Pump motor* | Three phase 750KW 380~480V 50/60Hz

GHM-ZD2 Drive/Pump motor Three phase 2.2KW 380~480V 50/60Hz
* mark: alternative choices
GHM-ZD1 Standard package
Item No. Description N.W( kgs) Ref No
11022 Drive roller 2"-3" (@ 60~ @ 89) 235 P3-(1)
11021 Drive roller  3%2"~6" (@ 101 ~ & 168) 3.40 P3-(2)
12020 Drive roller 8"~12" (@ 219~ @ 325) 3.50 P3-(3)

12039 Groove roller 2"~ 3" (60~ 89) 2.10 P3-(4)

12040 Groove roller 312" ~ 6" (@ 101 ~ & 168) 1.70 P3-(5) (1) (2)
12038 Groove roller 8" ~ 12" (@& 219 ~ @ 325) 1.90 P3-(6)

98164 Pipe stand for 2" ~ 12" 7.00 (1)

98163 Pipe stabilizer 2.80 (2)

GHM-ZD2 Standard package

ltem No, Description N.W( kgs) Ref No.

11087 Drive roller §-12" (@219~ 325) 6.70 P4-(1)

11088 Drive roller 14"~16" (D 355 ~ @ 426) 6.70 P4-(2)

11089 Drive roller 18"~24" (@ 457 ~ @ 630) 6.70 P4-(3) -

12029 Groove roller 8"~12" (@219~ @ 325) 2.30 P4-(4)

12030 Groove roller 14"~16" (@ 355 ~ & 426) 2.40 P4-(5)

12031 Groove roller 18"~24" (@ 457 ~ @ 630) 2.50 P4-(6) (3) (4)
98194 Pipe stand for 8"~ 24" 25.0 (3)

98193 Pipe stabilizer 7.00 (4)
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FITTING GROOVING MACHINES

GHM-S1 / -S2

Automatic Fitting
Roll Grooving Machine

A Suitable for roll grooving on all types pipe
fittings including: Elbows 1n different degrees,
Tees, Crosses etc.

A Patent design ensure high grooving precision.

A Full automatic feeding, roll grooving and
reset process by one-button pressing. Labor
saving.

.

111l
IS

v/

Specifications

Fabrication Capacity: GHM-S1 2" - 12" (DN50 - DN300, @60 - §¥325)
SCH10/40 steel /S.S. fittings

GHM-S2 8"-16" (DN200 - DN400, @219 - P426)
SCH10/40 steel /S.S. fittings

18" - 24" (DN450 - DN600, @457 - @630)
SCH10/20 steel / S.S. pipe

¥

Max. Wall Thickness: GHM-S1 / S2 10 /13 mm
Output Speed: 19 R.P.W.
Packing Gross Weight: GHM-S1 /S2 1,050/ 1,150 kgs
Packing Size(Lx W x H): 1950 x 1100 x 1200 mm
Drive unit
Application Phase Power Valtage Frequency
Drive motor Three phase 2.2KW 380~480V 50/60Hz
Pump motor Three phase 2.2KW 380~480V 50/60Hz
Roller's Code & Size
Item No. Description N.W( kgs) Ref No. '
11189 Drive roller 2"~22" (@60~ 2 76) 1.60 (3)
11190 Drive roller 3"~3%" (@89~ @ 102) 2.10 (3) 1)
11191 Drive roller 4"~5" (D 114 ~ @ 141) 1.20 (2)
11192 Drive roller 6" (@ 165/ @ 168) 3.10 (2)
11193 Drive roller 8"~12" (@219~ @ 325) 3.50 (2)
11116 Drive roller 14"~16" (@ 356 ~ @ 406) 4.00 (2)
THitT Drive roller 18"~24" (457 ~ @ 610) 2.10 (2)
12083 Groove roller 2"~5" (D60 ~Q 141) 15.0 (1)
12084 Groove roller 6" (@ 165/ @ 168) 13.0 (1)
12085 Groove roller 8"~12" (@219~ @ 325) 15.0 (1)
12045 Groove roller 14"~16" (@ 356 ~ @ 406) 15.0 (1)
12046 Groove roller 18"~24" (@ 457 ~ @ 610) 15.0 (1) )
®0o ettty
o ’ ,r'{
A Accessory overview (3)
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FITTING GROOVING MACHINES

AARARRRAARRRRAY

GHM-Z1 / -Z2

Fitting groove
reforming Machine

Design Features

A Designed to standardize the pipe fitting
grooved ends. Recommended to use after
GHMS-S series fitting groove machine.

A Automatic operation for high volume
production.

A No scratches on groove and sealing surface.

Specifications

GHM-Z1

Fabrication Capacity: 2" - 12" (DN50 - DN300, @60 - §¥325)
SCH10/40 steel /S.S. fittings
GHM-Z2 8"-16" (DN200 - DN400, @219 - 3426)
SCH10/40 steel /S.S. fittings

18" - 24" (DN450 - DN600, @457 - @630)

SCH10/20 steel / S.S. pipe

Max. Wall Thickness: GHM-Z1 / Z2 10 /13 mm
Packing Gross Weight: GHM-Z1 /Z2 760 / 1,160 kgs
Packing Size(Lx W x H): GHM-Z1 1700 x 950 x 1150 mm

GHM-Z2 1950 x 1100 x 1200 mm

Drive unit

Application Phase Power Valtage Frequency

Drive motor Three phase 2.2KW 380~480V 50/60Hz

Pump motor Three phase 2.2KW 380~480V 50/60Hz

Reforming Mode's Code & Size

Item No. Description Application N.W( kgs) Ref No.
98131 Mold @ 60.3 GHM-Z1 1.50 /
98132 Mold @ 73 GHM-Z1 3.50 /
98133 Mold & 88.9 GHM-Z1 4.00 /
98134 Mold @ 114.3 GHM-Z1 2.10 /
98135 Mold @ 141.3 GHM-Z1 15.0 /
98136 Mold & 168.3 GHM-Z1 13.0 / Reforming mold - assembled
08137 Mold @ 216.3 GHM-Z1/ -Z2 15.0 /
98138 Mold & 219.1 GHM-Z21 [ -Z2 15.0 /
98139 Mold @ 267 .4 GHM-Z1/ -Z2 15.0 /
98140 Mold @ 273 GHM-Z1 [ -Z2 /
98141 Mold @ 318.5 GHM-Z1/ -Z2 /
98142 Mold @ 323.9 GHM-Z1/ -Z2 /
98176 Mold @ 355 GHM-Z2 /
98177 Mold @ 381 GHM-Z2 /
98178 Mold @ 406 GHM-Z2 /
98179 Mold @ 457 GHM-Z2 /
98180 Mold @ 508 GHM-Z2 /
98181 Mold @ 559 GHM-Z2 / Reforming mold - separate
98182 Mold @ 610 GHM-Z2 /

www.fluidtechpiping.com
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COMBO GROOVERS

G-1X/ G-2X / G-3X

Combination Roll Groover

Design Features

A All Combo Groovers has two operation methods:
manually groove in-the-air and driven by a threading
machine.

A Compact space for narrow space roll grooving.

A G-1X is heavy duty design for max.8mm thick pipes,
preferable for threading machine driven; 3-steps
gears save labor;

A G-2X 1s medium duty design for max.6mm thick
pipes, preferable for groove in-the-air; 3-steps gears
save labor;

A G-3X has simplified design for better body structure
strength; 2-step gears for rapid grooving and allow
jackhammer driving.

Specifications

Fabrication Capacity: G-1X 1" - 8" (DN25 - DN200, @33 - #219)
(7) SCH10/40 steel /S.S. pipe

G_3X 10" - 12" (DN250 - DN300, @254 - (325)
SCH10/20 steel / S.S. pipe
G-1X Standard package G-2X  1"-4"(DN25-DN100, @33 - §114)
s SCH10/40 steel / S.S. pipe
Item No. Description N.W( kgs) Ref No. 5" - 6" (DN125 - DN150, 3139 - (#168)
99002 G-1X Combination Roll Groover 17.7 / SCH10/20 steel / S.S. pipe
11010 Drive roller 17" ~ 14" (0 42 ~ @ 48) 0.90 (1) G-3X  2"-4"(DN50 - DN100, @60 - $114)
: — . SCH10/40 steel /S.S. pipe
11009 Drive roller 2" ~6 (& 60 ~ @ 168) 1.00 (1) 5" - 6" (DN125 - DN150, #139 - 3168)
11008 Drive roller 8"~12" (@219~ @ 325) 1.10 (1) SCH10/20 steel / S.S. pipe
o N Max. Wall Thickness: G-1X /-2X /-3X 8mm / 6mm / 6mm
12016 Grooveroller 1"~6 (@ 33~ 168) 0.30 (2) Botaiing dlearanse: 210mm / 8%"
12005 Groove roller 8" ~12" (@ 219 ~ @ 325) 0.30 (2) Packing Gross Weight: G-1X /-2X /-3X 25/20/17 kgs
98036 Ratchet with socket 1.50 (3) Packing Size (LxW x H): 530 x 500 x 220 mm
G-2X Standard package
Item No. Description N.W( kgs) Ref No.
99018 G-2X Combination Roll Groover 12.5 /
11010 Drive roller 17" ~ 14" (0 42 ~ @ 48) 0.90 (1)
11009 Drive roller 2"~6" (@60~Q 168) 1.00 (1)
12016 Groove roller 1"~6" (@33~ @ 168) 0.30 (2) (1) (2)
98036 Ratchet with socket 1.50 (3)
G-3X Standard package '
-
ltem No. Description N.W( kgs) Ref No.
99068 G-3X Combination Roll Groover 12.5 /
12018 Groove roller 2"~6" (50~@2168) 0.45 (1)
11221 Drive shaft 174"~6" (&42~2168) 1.30 (2)
98036 Ratchet with socket 1.50 3
- 3) ()
Optional accessories
ltem No. Description N.W( kgs) Ref No.
11011 Drive roller 1" (@ 33) 0.80 (1)
11016 Support arms (x2) for T-1X / RIDGID #300 1.40 /
11015 Drive bar adaptor 2.50 (4)
98034 HDPE tool case 2.70 (7)
98035 Nylon oxford tool bag 1.50 (5)
98114 Bracket set for horizontal threading machine 1.00 (6)
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GROOVING ASSEMBLIES

GH-2X / GH-3X

Cut Grooving Machines

Design Features

A Roll grooving assemblies driven by Ridgid
#300 and #300C and regular horizontal
threading machines.

A Scale mark on groove depth nut for easy
adjustment.

A GH-2X has Interlock design of groove and
drive rollers allows grooving in high preci-
sion; Anti-flare roller set available for
thin-wall pipes.

Service life extend by separate hydraulic
pump and cylinder with built-in oil bag.

A GH-3X has light-weight and compact size
for easy chunck.

Specifications

Fabrication Capacity: GH-2X  2"-12"(DN50-DN300, @60 - @¥325)
SCH10/40 steel / S.S. pipe

GH-3X 2" - 4" (DN50 - DN100, @60 - §114)

SCH10/40 steel / S.S. pipe

5"-6" (DN125 - DN150, #139 - @#168)

SCH10/20 steel / S.S. pipe

Max. Wall Thickness: GH-2X / 3X 10/ 6 mm

Ilff ey Packing Gross Weight: GH-2X / 3X 67 / 30 kgs
: : Packing Size(Lx W x H): GH-2X 450 x 420 x 650mm
“ GH-3X GH-3X 370 x 320 x 480mm

GH-2X Standard package
ltem No. Description N.W( kgs) Ref No.
99003 GH-2X Hydraulic Roll Grooving Assembly 48.0 /
11022 Drive roller 2"~3" (@60~ @ 89) 2.30 (3)
11021 Drive roller 32" ~ 6" (& 100 ~ &G 168) 3.50 (3)
11020 Drive roller 8" ~12" (@ 219 ~ @ 325) 3.50 (3)

(1)
12039 Groove roller 2" ~ 3" (@ 60 ~ @ 89) 2.30 (4)
12040 Groove roller 3%4" ~ 6" (@ 100 ~ @ 168) 1.90 (4)
12038 Groove roller 8" ~ 12" (@ 219 ~ @ 325) 1.90 (4)
11018 Drive bar adaptor 2.30 (5)
13006 Support bench 2.20 (6)
98011 Pipe stabilizer 2.80 (7)

(3)

(5)

(2)

(4)

GH-3X Standard package

ltem No. Description N.W( kgs) Ref No.

99010 Hydraulic Roll Grooving Assembly 18.0 /

11074 Drive roller 2" ~ 6" (@60 ~ @ 68) 1.20 (1)

11075 Drive roller 8" (2219) 1.20 (1)

12018 Groove roller 2" ~ 6" (@60 ~ @ 168) 0.35 (2)

12032 Groove roller 8" (@219) 0.35 (2)

11018 Drive bar adaptor 2.60 (5) l

(7)
(6)

FLUID TECH PIPING SYSTEMS
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